
Sistemtr C(ALUMINYUM

DECTARATION OF PERFORMANCE

DOP No: 2014l0t

1. Unique identification code of the product-type: Extruded Aluminum and Aluminum Alloys

2. lntended uses: Extruded aluminum profile for constructions

3. Manufacturer: Sistem Aliiminyum San. ve Tic. A.$.

Ergene-1 Organize Sanayi Bcilgesi, Vakrflar OSB Mahallesi, D100 Caddesi No:13/1

59930 Ergene / TekirdaE / Turkey

4. Authorised representative: Not Applicable

5. System/s ofAVCP: System 2+

6. a. Harmonised standard: EN 15088:2005

Notified body/ies: Kiwa Netherlands BV/To issue the FPC conformity certificate number 0620-CPR-55837/OL

b. European Assessment Document: Not Applicable

European Technical Assessment: Not Applicable

Technical Assessment Body: Not Applicable

Notified body/ies: Not Applicable

7. Declaration of Performance :

Appropriate Technical Documentation and/or Specific Technical Documentation: Not Applicable

The performance of the product identified above is in conformity with the set of declared performance/s. This

declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility

of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Name and function : Yavuz ALASALVAR / Quality Manager

Date / Signature : O3.70.2022 ,

%z

8.

Product

General
Provisions/

Assesment and
Test Methods

Requirements for Specific Properties
(Referenced in Product Standard)

Dimensions

Mechanical
Properties

Tolerances

Extruded Rod/Bar EN 755-1 EN 755-2

Round : EN 755-3 Min:8 mm, Max: 100 mm

Square: EN 755-4 Min:5 mm, Max:80 mm

Rectangular : EN 755-5
Min:6,5 mm x 3,5 mm

Max:400 mm x L0 mm

Hexagonal : EN 755-6 Min:5 mm, Max:90 mm

Extruded Tube EN 755-1 EN 755-2

Round Tube : EN 755-8

Min:8 mm (OD)amm (lD)

Max: 250 mm (OD) 240 mm(lD)

Square Tube : EN 755-8

Min: 12 mm x 1mm (wallthick)
Max: 250 mm x 5 mm(wallthick)

Rectangular : EN 755-8
Min: 16 mm x 12 mm x l" mm(wallthick)
Max: 350 mm x 120 mm x 4 mm(wallthick)

Extruded Profile EN 755-1 EN 755-2 EN 755-9 Circumscribing Circle CDS 350 mm

Precision Profile EN 12020-1 EN 755-2 EN 12020-2

Max: H:27Omm
Min: H: 10 mm
Max: E:70 mm
Min: E:5 mm


